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PASS MATCH 

Best match: 4–6 passes 
Potential match: 3–8 passes      

Model 100 tonne (110 tons) 
Class Truck

140 tonne (154 tons) 
Class Truck

180 tonne (198 tons) 
Class Truck (EH3500AC-3)

220 tonne (243 tons) 
Class Truck (EH4000AC-3)

290 tonne (320 tons) 
Class Truck (EH5000AC-3)

EX2600-7
BH 18.0 m3 (23.5 cu. yd.) 3 5 6

LD 15.0 m3 (19.6 cu. yd.) 4 6 8

EX3600-7
BH 22.0 m3 (28.8 cu. yd.) 3 4 5 6 8

LD 22.0 m3 (28.8 cu. yd.) 3 4 5 7

EX5600-7
BH 36.0 m3 (47.1 cu. yd.) 3 4 5

LD 29.0 m3 (37.9 cu. yd.) 3 4 5 7

ATTACHMENTS

Loading Shovel
.Bucket Capacity (ISO 7546:1983)
22.0 m3 (28.8 cu. yd.) : Material density 1 800 kg/m3 (3 034 lb./cu. yd.) or less 
24.0 m3 (31.4 cu. yd.) : Material density 1 600 kg/m3 (2 697 lb./cu. yd.) or less

Backhoe
Bucket Capacity (ISO 7451:2007)
22.0 m3 (28.8 cu. yd.) : Material density 1 800 kg/m3 (3 034 lb./cu. yd.) or less
24.0 m3 (31.4 cu. yd.) : Material density 1 600 kg/m3 (2 697 lb./cu. yd.) or less

HITACHI CONSTRUCTION MACHINERY GENUINE BUCKET LINEUP

Backhoe Buckets

Type Capacity ISO 7451:2007 Materials Density Cutting Width Weight GET System

General Purpose
22.0 m³ 

(28.8 cu. yd.)
1 800 kg/m³ or less 
(3 034 lb./cu. yd.)

4 090 mm 
(13 ft. 5 in.)

24 500 kg
(54 000 lb.)

Bradken Eclipse

Light Duty
24.0 m³

(31.4 cu. yd.)
1 600 kg/m³ or less  
(2 697 lb./cu. yd.)

4 090 mm 
(13 ft. 5 in.)

25 000 kg
(55 100 lb.)

Bradken Eclipse

Heavy Duty
22.0 m³

(28.8 cu. yd.)
1 800 kg/m³ or less  
(3 034 lb./cu. yd.)

4 090 mm 
(13 ft. 5 in.)

25 300 kg
(55 800 lb.)

Bradken Eclipse

Loading Shovel Buckets

Type Capacity ISO 7546:1983 Materials Density Cutting Width Weight GET System

General Purpose
22.0 m³ 

(28.8 cu. yd.)
1 800 kg/m³ or less 
(3 034 lb./cu. yd.)

4 110 mm 
(13 ft. 6 in.)

32 000 kg 
(70 500 lb.)

Bradken Eclipse

Light Duty
24.0 m³

(31.4 cu. yd.)
1 600 kg/m³ or less  
(2 697 lb./cu. yd.)

4 110 mm 
(13 ft. 6 in.)

32 600 kg 
(71 900 lb.)

Bradken Eclipse

Heavy Duty
22.0 m³

(28.8 cu. yd.)
1 800 kg/m³ or less  
(3 034 lb./cu. yd.)

4 110 mm 
(13 ft. 6 in.)

32 600 kg 
(71 900  lb.)

Bradken Eclipse

WORKING RANGES DIMENSIONS

SPECIFICATIONS

ENGINE
Model ............................... Cummins QSKTA60-CE (FCO, T4F/EU Stage V)
Rated power @1 800 min-1(rpm)

ISO 14396:2002, gross.... 1 450 kW (1 971 PS, 1 944 HP)
Piston displacement .......... 60.0 L (3 661 cu. in.)

Model ............................... MTU 12V4000 C33 (FCO)
Rated power @1 800 min-1(rpm)

ISO 14396:2002, gross.... 1 450 kW (1 971 PS, 1 944 HP)
Piston displacement .......... 57.2 L (3 491 cu. in.)
Model ............................... MTU 12V4000 C35 (T4F/EU Stage V)
Rated power @1 800 min-1(rpm)

ISO 14396:2002, gross.... 1 500 kW (2 040 PS, 2 010 HP)
Piston displacement .......... 57.2 L (3 491 cu. in.)

Consult your Hitachi Construction Machinery dealer for MTU Engine with EU Stage V speci�cation

ELECTRIC MOTOR
Model ............................... Hitachi TFOA-KK

Power output .................... 1 200 kW (1 632) PS, 1 609 HP)
� 50 Hz, 6 000 V, 6 600 V* @ 1 500 min-1(rpm)
� 60 Hz, 6 600 V, 6 900 V* @ 1 800 min-1(rpm)
*Please contact Hitachi Construction 
Machinery for other speci�cation request

HYDRAULIC SYSTEM
Main Pumps ..................... 8 variable-displacement, axial piston pumps 

for front attachment, travel and swing
Pressure setting ................ 29.4 MPa (300 kgf/cm2, 4 264 psi)

Max. oil �ow .................. 8 x 500 L/min (132 gal./ min)

UPPER STRUCTURE
Swing speed .................... 3.2 min-1 (rpm)
Fuel tank capacity ............. 7 450 L (1 639 gal.)
DEF tank capacity 
(Cummins T4F only) .......... 475 L (104.5 gal.)

UNDERCARRIAGE
Travel speeds ................... High : 0 to 2.2 km/h (0 to 1.4 mph)

Low : 0 to 1.7 km/h (0 to 1.1 mph)
Maximum traction force .... 1 760 kN (179 000 kgf, 395 664 lbf)

WEIGHTS AND GROUND PRESSURE

Loading Shovel
Equipped with 22.0 m3 (28.8 cu. yd.) (ISO 7546:1983) bottom 
dump�bucket

Shoe Width Weight Ground Pressure

1 270 mm (50.0 in.) 368 000 kg (811 000 lb.) 193 kPa (1.97 kgf/cm3, 28.0 psi)

Backhoe
Equipped with 22.0 m3 (28.8 cu. yd.) (ISO 7451:2007) bucket

Shoe Width Weight Ground Pressure

1 270 mm (50.0 in.) 369 000 kg (814 000 lb.) 194 kPa (1.98 kgf/cm3, 28.1 psi)

Cummins T4F con�guration

ENVIRONMENT

Auto control air conditioner contains �uorinated greenhouse gases. 
Refrigerant type: HFC-134a  
GWP: 1430 
Amount: 2.85 kg (6.3 lb.)
CO2e: 4.08 tonnes (4.50 tons)

Loading Shovel

Ground Line
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Backhoe

BE-boom Length 9.6 m
(31 ft. 6 in.)

BE-arm Length 4.5 m 
(14 ft. 9 in.)

Bucket Capacity (ISO�7451:2007) 22.0 m3
(28.8 cu. yd.)

A Maximum Digging Reach 18 300 mm
(60 ft.)

A’ Maximum Digging Reach (on ground) 17 700 mm
(58 ft. 1 in.)

B Maximum Digging Depth 8 640 mm
(28 ft. 4 in.)

B’ Maximum Digging Depth  
(2.5 m (8 ft. 2 in.) level)

8 550 mm
(28 ft. 1 in.)

C Maximum Cutting Height 17 700 mm
(58 ft. 1 in.)

D Maximum Dumping Height 11 550 mm
(37 ft. 9 in.)

D’ Minimum Dumping Height 4 950 mm
(16 ft. 3 in.)

E Minimum Swing Radius 8 540 mm
(28.0 ft.)

F Maximum Vertical Wall 4 130 mm
(13 ft. 7 in.)

G Minimum Level Crowding Distance 6 710 mm
(22 ft.)

Bucket Digging Force* 
(ISO 6015:2006)

992 kN

(101 000 kgf, 
223 000 lbf)

Arm Crowd Force* 
(ISO 6015:2006)

933 kN

(95 100 kgf,  
210 000 lbf)

6 770 mm (22 ft. 3 in.)
1 270 mm (4 ft. 2 in.)
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8 700 mm (28 ft. 7 in.)

9 420 mm (30 ft. 11 in.)
Rear end swing radius 
6 980 mm (22 ft. 11 in.)

(Rear end length 
6 850 mm (22 ft. 6 in.))
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8 700 mm (28 ft. 7 in.)

9 420 mm (30 ft. 11 in.)
Rear end swing radius 
6 980 mm (22 ft. 11 in.)

(Rear end length 
6 850 mm (22 ft. 6 in.))

Bucket Capacity 
ISO 7546:1983

22.0 m³
(28.8 cu. yd.)

A Minimum Digging Distance 6 200 mm
(20 ft. 4 in.)

B Minimum Level Crowding Distance 9 460 mm
(31 ft.)

C Level Crowding Distance 5 060 mm
(16.7 ft.)

D Maximum Digging Reach 15 700 mm
(52 ft. 6 in.)

E Maximum Cutting Height 16 800 mm
(55 ft. 1 in.)

E’ Maximum Dumping Height 11 000 mm
(36 ft. 2 in.)

F Maximum Digging Depth 4 380 mm
(14 ft. 4 in.)

G
Working Radius at  
Maximum Dumping Height

8 650 mm
(28.4 ft.)

H Maximum Bucket Opening Width 1 960 mm
(6 ft. 5 in.)

Arm Crowding Force On Ground*

1 190 kN

(122 000 kgf, 
268 964 lbf)

Bucket Digging Force*

1 120 kN

(114 000 kgf, 
251 327 lbf)

Please contact your Hitachi Construction Machinery dealer for information about other bucket types, their capacity and/or material densities. *The value is a calculated value.
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These specifications are subject to change without notice. Illustrations and photos show the 
standard models, and may or may not include optional equipment, accessories, and all standard 
equipment with some differences in color and features. Before use, read and understand the 
Operator’s Manual for proper operation.

Printed  in Japan

Before using a machine with a satellite communication system or 
telecommunication system, please make sure that the satellite 
communication system or telecommunication system complies with 
local regulations, safety standards and legal requirements. If not so, 
please make modifications accordingly.


